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Price CROW

Intrusion Detectors
SWAN SERIES
	11841
	



	Swan H-10 analog PIR detector, 18 x 18 m (60’x 60’), 90° detection pattern.
	8

	11700
	


	Swan Quad
Digital quad PIR detector, Pet immunity of up to 25 kg (55 lbs) 


	16

	17750
	


	Swan PGB
Quad Imaging technology with Pet Immunity, PIR, Shock and Glass Break detector
	24

	18720
	


	Swan 1000
 Dual Technology Detector. Passive Infrared and microwave detector 10.5 GB
	27

	18722
	


	Swan 1000
 Dual Technology Detector. Passive Infrared and microwave detector 2.4 GB
	24

	18730
	


	Swan 2000 AM
Dual Technology Detector. Passive Infrared and microwave detector. Anti-masking feature on microwave
	34

	19744
	


	Swan Cam
Quad Imaging technology with Pet Immunity, Combined PIR & Pinhole B&W camera (PAL/NTSC, EIA/CCIR), Separated NO/NC relays for VTR and alarm control, Timer for VRT activation, Effective alarm verification with AGC audio and video.
	55

	19745
	


	Swan Cam
Quad Imaging technology with Pet Immunity, Combined PIR & Pinhole Color camera (PAL/NTSC, EIA/CCIR), Separated NO/NC relays for VTR and alarm control, Timer for VRT activation, Effective alarm verification with AGC audio and video.
	87


MR SERIES
	17000
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	MR-CRT
Mirror Optics Curtain PIR Detector In Ultra Compact Design. 8 m (26’) detection range with full creep zone protection.
	22

	17100
	


	MR-100
Compact Wide Angle PIR Detector. Dual Element pyro sensor. 15 m (49’) detection range with 90°  wide angle mirror
	12

	17010
	


	MR-110
Compact Wide Angle PIR Detector. Dual Element pyro sensor. 15 m (49’) detection range with 90°  wide angle mirror + micro controller.
	13

	
	


	MR-303
Ultra Wide Angle PIR Detector, High precision mirror optics, Dual element pyro sensor, Sealed optics for enhanced stability against Air movements and insect’s intrusion, 15 m (49’) detection range with 110°  ultra Wide angle mirror, ASIC based electronics for higher stability and rejection of unwanted interference, Sensitivity adjustment, Automatic temperature compensation. 
	

	
	


	MR-22
Double Dual Element Mirror Optics PIR Detector, Unique double dual element PIR and double, Mirror optics for superior catch performance in harsh environment, Up to 25 m (82’) detection range with long range mirror, ASIC based electronics design for maximum protection against false alarms, Automatic temperature compensation, Ideal for commercial applications. 
	


SMART SERIES
	10220
	


	PET 2
Pet Immune Detector, Dual element pyro sensor ,Hard type full pattern spherical lens and diffractive mirror for creep zones, Variable pulse width adjustment, Sensitivity adjustment, Automatic temperature compensation, Height installation calibration free from 1.5M to 3.6m (5ft to 12ft), Environmental immunity. 
	16

	10500
	


	PET 4
Pet Immune Detector, Hard spherical interchangeable lenses with LP filter for best immunity against visible light, Optional black lenses with LP filter for industrial applications, Diffractive reflection mirror for creep zones, VLSI based electronics with movement speed spectrum analysis, Unique quad element pyro sensor, Bi directional temperature compensation, Height installation calibration free from 1.5m to 3.6m (5ft to 12ft), Environmental immunity, Sensitivity adjustment. 
	18

	11680
	


	PET Plus
Pet Immunity Linear Imaging PIR Sensor, Quad Linear Imaging Technology for sharp analysis of body dimensions and differentiation from background and animals, Up to 25 kg. (55 lb.) pet immunity, Super compact design, Latest ASIC technology embedded, Automatic temperature compensation, High RFI and EMI immunity, Detection Patterns - Refer to Genius Plus.
	16

	10130
	


	Genius
Double Dual Element Motion Detector, “Double dual” optic system for 3D vision and easy differentiation between a small animal and a genuine intruder, Advanced ASIC based electronics for supreme accuracy and reliability, Automatic temperature compensation, High RFI and EMI immunity, Adapted for installation in harsh environments. 
	18

	11290
	


	Genius Plus
The New Genius with Double Linear Imaging Technology, Double Quad Linear Imaging Technology for sharp analysis of body dimensions and differentiation from background and animals, Up to 5 kg. (11 lb.) Pet immunity, Latest ASIC technology embedded, Automatic temperature compensation, High RFI and EMI immunity.
	18

	11291
	


	Genius Plus PET
The New Genius with Double Linear Imaging Technology, Double Quad Linear Imaging Technology for sharp analysis of body dimensions and differentiation from background and animals, Up to 25 kg. Pet immunity, Latest ASIC technology embedded, Automatic temperature compensation, High RFI and EMI immunity.
	19

	10430
	


	D&D
Weather Resistant Double Dual Element Motion Detector. Unbeatable reliability in hostile environments, Outstanding catch performance, Ignores animals, birds and insects, Latest ASIC technology embedded, Automatic temperature compensation, White light immunity, High RFI and EMI immunity. 
	46


CEILING MOUNT DETECTORS
	13171
	


	SRX - 360
PIR and Microwave sensor with 360° coverage pattern, Up to 3.6 m (12ft) Mounting Height , 360° / 20 m (66’) diameter coverage when mounted at 3.6 m (12') , ASIC based electronics , Suited for harsh environments, High RFI and EMI immunity, Microwave frequency: 2.45 GHz.

	38

	13170
	


	SRX - 360
PIR and Microwave sensor with 360° coverage pattern, Up to 3.6 m (12ft) Mounting Height , 360° / 20 m (66’) diameter coverage when mounted at 3.6 m (12') , ASIC based electronics , Suited for harsh environments, High RFI and EMI immunity, Microwave frequency: 10.525 GHz.
	45


	17740
	


	MR-CLG
90° Mirror Optics Ceiling Mount Detector, Dual element PYRO sensor and full pattern mirror for outstanding detection performance and elimination of false alarms, Micro-controller based electronics with movement speed spectrum analysis, Installation height 2.4m to 8m (8ft to 26ft), Optional pet immunity, PIR sensitivity setting, Environmental immunity, Fully sealed sensor chamber, Maximum RFI & EMI immunity, Fluorescent light stability 
	45

	13910
	


	TLC - 360
360° Ceiling Mount PIR Detector, Unique hard shell spherical lens, 360° / 20 m (66’) diameter coverage when mounted at 3.6 m (12'), Ceiling mounted quad element pyro, Complete range adjustment, ASIC based technology, Fully sealed optical chamber, Extra-wide rear wiring channel.
	19


GLASS BREAK SERIES
	17080
	


	GBD - II
Glass Break Detector, Shock and/or breakage selectable, Analyzes two frequencies, Unique signal analysis ignores environmental disturbance, Memory LED, ASIC based electronics, Sensitivity adjustments, Ceiling or wall mount, 

Operates in temperatures of -20° C to 50° C (-4° F to 122° F). 
	18

	17521
	


	GBD - Plus
Compact Glass Break Detector, Shock and/or breakage selectable, Analyzes two frequencies, Unique signal analysis ignores environmental disturbances, Memory LED, ASIC based electronics, Sensitivity adjustments, Ceiling or wall mount, Operates in temperatures of -20° C to 50° C (-4° F to 122° F). 
	19

	17570
	


	SRPG - II
Professional Passive Infrared & Glass Break Detector, Two detectors in one, Dual element pyrosensor, Hard shell spherical lens, Diffractive mirror for creep zones, Shock and breakage detection with separate sensitivity adjustments allowing the protection of several windows with one detector, ASIC based electronics, 2 separate relays for glass break and PIR. 
	24

	
	


	VIB - 2000
Shock Detector, High quality digital shock sensor for maximum perimeter protection, Vibration detection type, Unique sensitivity and signal processing award for best detection performance, False alarm immunity, EN 50131 Grade 2 Compliant. 
	


SRP/SRX SERIES
	10720
	


	SRP - 100 Unique hard shell spherical lenses with look down zones. 18 m x 18 m (60’ x 60’) wide angle lens coverage.
	10

	11280
	


	SRP - Plus ASIC based electronics. Super compact design. 15x15 m (50’x50’) wide angle coverage. High RFI and EMI immunity.
	9.5

	10990
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	SRP - 300 Unique hard shell spherical lenses with look down zones. 18 m x 18 m (60’ x 60’) wide angle lens coverage. ASIC based electronics.
	16

	10950
	


	SRP - 600 Unique hard shell spherical lenses with look down zones. ASIC based electronics. Sensitivity adjustment. Visible light filter for higher immunity to white light. High RFI and EMI immunity. 18 m x 18 m (60’ x 60’) wide angle coverage.
	20

	10940
	


	SRP - 700 Unique hard shell spherical lenses with look down zones. ASIC based electronics. Sensitivity adjustment. Visible light filter for higher immunity to white light. High RFI and EMI immunity. 18 m x 18 m (60’ x 60’) wide angle coverage. Quad element PYRO.
	21

	18580
	


	SRX-1000 ASIC based electronics, Unique hard shell spherical lenses with look down zones, PIR and Microwave detection sensor, Microwave sensitivity adjustment, PIR sensitivity adjustment, Digital microwave signal processing, And / Or mode ,
Microwave frequency: 10.525, 10.687, 9.9 GHz 


	35

	18680
	


	SRDT-15  ASIC based electronics, Unique hard shell spherical lenses with look down zones, PIR and Microwave detection sensor, Microwave sensitivity adjustment, PIR sensitivity adjustment, Digital microwave signal processing, And / Or mode, Microwave frequency: 2.45 GHz ,

	26

	
	


	SRX 2000 AM  ASIC based electronics, Unique hard shell spherical lenses with look down zones, PIR and Microwave detection sensor, Microwave sensitivity adjustment, PIR sensitivity adjustment, Digital microwave signal processing, And / Or mode, Microwave frequency, Anti-masking.

	


Outdoor Detection Devices
MRX PLATINUM SERIES
	17960
	


	MRX-220
Unique "Triple Technology" outdoor detector, Powerful Twin Dual Element PIR detector with microwave 110° for outstanding, detection speed and false alarm immunity, Sealed and durable housing for residential and commercial applications, IP65 Compliant, Increased immunity against visible light and RFI/EMI sources, Up to 20 m (66') detection range, ASIC based electronics for ultimate performance and stability. 
	120

	18442
	


	MRX-300N
Special "Triple Technology" outdoor detector for extreme outdoor conditions, Industrial grade polycarbonate housing and bracket for heavy duty installations, Twin Dual Element PIR & Microwave Sensor, Tamper resistant bracket, Dual axis tilt sensor for full ant vandalism protection ,IP65 Compliant, ASIC based electronics for ultimate performance and stability, Greatest immunity against visible light and RFI EMI sources, Up to 20 m (66') detection range, Totally hidden wiring, Exceptionally easy installation by simply tilting and locking the unit to the alignment requirements. 

	170


EDS SERIES - EXTERNAL DETECTION SENSORS
	
	


	EDS-2000 DUO
Quad PIR and Microwave k-band Outdoor Sensor, UniqUp to 55 kg (120 Ib) Pet immunity, Quad Element Pyro sensor and K-Band 24 GHz microwave (optional X-Band), Outstanding white light & RFI immunity, Form A / Form C, IP65 Compliant, 14m X 18m (46 ft X 60 ft) WA detection range at 1.20m (3.9 ft) installation height, Dimensions (HxWxD): 162 x 70 x 69 mm (6.3” x 2.8” x 2.7”). 
	

	
	


	EDS-3000 TRIO
Double Quad PIR and MW Outdoor Sensor, PIR & Microwave detection, MW - K-band or X-band, Form A / Form C, Coverage detection pattern of 90° adjustable within 180°, Heavy duty polycarbonate housing, Sealed electronics and optics, Automatic temperature compensation, User selectable sensitivity levels, Adjustable time relay output ,Superior filtering against sun and white light, Outstanding RFI immunity, Extensive test features, User friendly installation, IP65 compliant, Dimensions (HxWxD): 200 x 81 x 90 mm (7.8” x 3.2” x 3.5”).
	

	
	


	EDS-4000 QUADRO
Outdoor Digital PIR Detector with Anti-Masking, Advanced digital processing and optical anti-masking for accurate intruder detection, Useful for balconies, backyards, parking areas, garages, high security outdoor surroundings, warehouses and many more… Water, snow, rain, dust, wind and insect resistant, Separate 90° coverage patterns with individual relay outputs for alarm verification, Heavy duty polycarbonate housing and sealed electronics, Automatic temperature compensation, User selectable sensitivity levels, Adjustable time relay output, Anti-Masking, Superior filtering against sun and white light, Extensive test features, User friendly installation, Grade 3 compliant, IP65 compliant, Dimensions (HxWxD): 270 x 80 x 92 mm (10.6” x 3.1” x 3.6”).
	


CSB DIGILON SERIES
	18065
	


	CSB 60
Intelligent Outdoor Microwave Barriers, Detection range of up to 60m , Operating temperature -50°C to +65°C (-122°F to +149°F), Weather and attack proof housings, High RFI & EMI immunity, IP65 compliant, Power failure protection and backup, Extra reliability, Easy calibration and installation, Multi-level sensitivity adjustment, Protection of high security areas, Special installation mounting poles available. 


	250

	18069
	


	CSB 200
Intelligent Outdoor Microwave Barriers, Detection range of up to 200m (660 ft), Operating temperature -50°C to +65°C (-122°F to +149°F), Weather and attack proof housings, High RFI & EMI immunity, IP65 compliant, Power failure protection and backup, Extra reliability, Easy calibration and installation, Multi-level sensitivity adjustment, Protection of high security areas, Special installation mounting poles available. 


	450
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